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BLOOMINGTON, ILLINOIS

CENTRAL ILLINOIS REGIONAL AIRPORT

UPGRADE PERIMETER FENCE PHASE 1
EXISTING GATE 17 REMOVALS

BLOOMINGTON-NORMAL AIRPORT AUTHORITY

GATE 17 REMOVAL NOTES
1) REMOVE GATE OPERATOR AND TURN OVER TO THE AIRPORT.

2) REMOVE GATE OPERATOR FOUNDATION AND DISPQSE OF OFFSITE.

3) REMOVE ALL CONDUIT TO 1 FOOT (1°) MINIMUM BELOW GRADE. ; g
>
4) DISCONNECT AND REMOVE BOTH PROXIMITY CARD READERS AND % fa,
TURN OVER TO THE AIRPORT. 3 Eaﬁg
8
5) REMOVE CARD READER POSTS AND FOUNDATIONS AND DISPOSE é;
OF OFFSITE. Eggg
£33
6) DISCONNECT AND REMOVE WIRELESS READER INTERFACE, POWER Q§%§
SUPPLY AND ANTENNA AND TURN OVER TO THE AIRPORT. - °°
TR
7) REMOVE ANTENNA MAST AND FOUNDATION AND DISPOSE OF
OFFSITE.
DESIGN BY: CBG
8) RESTORE DISTURBED EARTH, LANDSCAPE, SEED, PROTECT AND —— Py

FERTILIZE PER SPECIFICATIONS.
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